KSB Group is leading pump manufacturer with almost 25.000 employees world wide as
provider in its key markets : mining, oil and gas, energy, building, water and fire. We
combining engineering and application expertise, our innovative solution add value and
strengthen the competitive position of our customers. And now we offer not best pump
only but serve valve and service also. KSB is based on value such as sustainabilty,
trustworthiness, responsibility, and also partnership with clients. There are reflected in
our tagline, Our Technology. Your Success.
KSB Indonesia has presence in Indonesia since 1993. With head office in Bekasi, KSB Indonesia has 8 sales office in the main cities of the country. KSB Indonesia also has a dealership and distribution network throughout the country. Wheater it is product development,
manufacturing, sales or service, KSB Employee aim to be faster and better than the other.
Our world-class has brought over 140 years of global experiences and expertise in the
manufacturing and probision of pumps, valves, related systems, and service to another
level of innovation we called Dewatering and Dregde Pump (DnD).
A team of KSB Indonesia is highly qualified and dedicated engineers with advance thinking has contributed towards the invention of DnD in ther early 2000. This invention was
driben by our commitmment to be thebest in what we do.

DND VOLVO

DND VOLVO PUMPS ARE BUILT USING
THE BEST QUALITY OF PRODUCT FEATURES
World Class
Industrial
Engine Volvo,
Cummins,
Scania, Perkins

Heavy Duty
Silencer

Air Cleaner
prevents dust

KSB Non Return
Valve, prevents
damage to
impeller from
water hammer

Antishock
Vibration Control
Panel

Flow Censor
Protecting pump
from cavitation
using an automatic
censors system

Discharge Gate
Valve, drains water
from pipe during
the dewatering
process

Flexible Rubber
Coupling

Water Separator
Tank, protects
vacuum pump
from water and
slurry

Fuel Tank in
a Skid Base

Automatic Spring
Driven Gease Lube
(with up to
4 months expiry)
eases the
maintenance
process for bearing

Winch with
a capacity to raise
and lower up to
0.5 metric tonnes
hose

Double Piston
Vacuum Pump
coupled by
12/24 VDC needed
for priming that is
supported with the
magnetic clutch
system guarantees
the longevity
of the pump

Electrical Panel
the brain
dewatering set
control system for
vacuum priming
and automatic
shutdown
to prevent pump
from dry running

Bare Pump, LCC-M
Manufactured by GIW USA that are known for its experience
in slurry pump for over 100 years.
Heavy duty slurry pump, with impaller, casing and liner, made of
28% chrome material that can withstand exposure to water with
low pH as low as 4.5 up that makes it corrosion and abrasive
wear resistant.
Chrome are highly corrosion resistance, known to possess
a reliable hardness, and are powerful oxidants at low or
neutral pH.
High performance.
Design for solid laden waste water to agressive slurry.
- Easy replaceable suction part or liner
- High efficiency twisted vane impeller
- Computer designed shell to optimize wear and efficiency
- One piece cast iron pedestal
- Concentric design cartridge bearing
- With a hydro leak design, impeller is highly efficient due
to an adjustable gap that helps to sustain pump running
in BEPQ. It also guarantees efficiency by enabling
high flow of water with low fuel consumption

DND CATTERPILAR

®

Insulation Jacket for
Exhaust Piping Line.

Integrated Control Panel
with SSBox.

Vacuum Controlled
Shut-Off Valve.

Separated Cover for
Level Sensors.
Ease to Inspection.

Discharge Piping Line on the same side
with Control Panel to ease operating the Pump Set.

Vacuum Tank is more simple.
To reduce Cost & Ease to
disassembly.

DND CATERPILLAR PUMPS ARE BUILT USING
THE BEST QUALITY OF PRODUCT FEATURES
World Class
Industrial
Engine
Caterpillar

Heavy Duty
Silencer

LOTO Box

Oil Filter

Discharge Gate
Valve, drains water
from pipe during
the dewatering
process

Winch with
a capacity to raise
and lower up to
0.5 metric tonnes
hose

Double Piston
Vacuum Pump
coupled by
12/24 VDC needed
for priming that is
supported with the
magnetic clutch
system guarantees
the longevity
of the pump

Cat Control Panel
with HDMI
monitor

GPO Lubricator
250 cc/min.

Flow Censor
Protecting pump
from cavitation
using an automatic
censors system

Flexible Rubber
Coupling

Water Separator
Tank, protects
vacuum pump
from water and
slurry

Fuel Tank in
a Skid Base

Automatic Spring
Driven Gease Lube
(with up to
4 months expiry)
eases the
maintenance
process for bearing

Bare Pump, LCC-M
Manufactured by GIW USA that are known for its experience
in slurry pump for over 100 years.
Heavy duty slurry pump, with impaller, casing and liner, made of
28% chrome material that can withstand exposure to water with
low pH as low as 4.5 up that makes it corrosion and abrasive
wear resistant.
Chrome are highly corrosion resistance, known to possess
a reliable hardness, and are powerful oxidants at low or
neutral pH.
High performance.
Design for solid laden waste water to agressive slurry.
- Easy replaceable suction part or liner
- High efficiency twisted vane impeller
- Computer designed shell to optimize wear and efficiency
- One piece cast iron pedestal
- Concentric design cartridge bearing
- With a hydro leak design, impeller is highly efficient due
to an adjustable gap that helps to sustain pump running
in BEPQ. It also guarantees efficiency by enabling
high flow of water with low fuel consumption

THE ENGINES

Technical description:
Engine and block:
-Optimized cast iron cylinder block with
optimum distribution of force without the
block being unnecessary heavy.
- Wet, replaceable cylinder liners
-Crankshaft induction hardened bearing
surfaces and fillets with seven main bearings
for moderate load on main and big-end
bearings
- Replaceable valve guides and valve seats
-Over head camshaft and four valves per
cylinder equipped with camshaft damper to
reduce noise and vibrations.
Lubrication system
- Full flow oil cooler
-Full flow disposable spin-on oil filters, for
extra high filtration
-The lubricating oil level can be measured
during operation (Standard dipstick only)
-Gear type lubricating oil pump, gear driven
by the transmission
Fuel system
-Self de-aerating system. When replacing
filters all fuel stays in the engine.
- Non-return fuel valve
- Gear driven low-pressure fuel pump
-Fuel pressure switch
Cooling system
- Tropical radiator
- Radiator guard
- Fan hub
- Suction type fan, 890mm
- Fan & belt guard

Electrical system
-Engine Management System 2 (EMS2), an
electronically controlled processing system
which optimizes engine performance. It also
includes advanced facilities for diagnostics
and fault racing
-The instruments and controls connects to
the engine via the CAN SAE J1939 interface,
either through the Control Interface Unit
(CIU) or the Digital Control Unit (DCU). The
CIU converts the digital CAN bus signal to
an analog signal, making it possible to
connect a variety of instruments. The DCU is
a control panel with display, engine control,
monitoring, alarm, parameter setting and
diagnostic functions. The DCU also presents
error codes in clear text.
-Sensor for oil pressure, oil temp, boost
pressure, boost temp, coolant temp, fuel
temp, water in fuel, fuel pressure and two
speed sensors. Crank case pressure, piston
cooling pressure, oil level and air filter
pressure drop sensors.
-Alternator 24V/80A
Features
- High torque
- Air to air intercooler
- Fully electronic with Volvo Penta EMS2
- High power density
- Low noise level

®

FEATURES

Full Range of Attachments

Emissions
Meets U.S. EPA Tier 2 emissions requirements.

Wide range of bolt-on system expansion
attachments, factory designed and tested.

Worldwide Supplier Capability
Caterpillar
-Casts engine blocks, heads, cylinder
liners, and flywheel housings
- Machines critical components
- Assembles complete engine
-Factory-designed systems built Catterpillar ISO 9001:2000 certified facilities
Ownership of there manufacturing
processes enables Caterpillar to produce
high quality, dependable product.
Testing
Prototype testing on every model:
- proves computer design
- verifies system torsional stability
- functionality tests every model
Every Caterpillar engine is dynamometer
tested under full load to ensure proper
engine performance.

Unmatched Product Support Offered Through
W orldwide Caterpillar Dealer Network

More than 1,800 dealer outlets
Caterpillar factory-trained dealer technicians
service every aspect of your industrial engine
99.7% of parts order filled within 24 hours
worldwide
Caterpillar parts and labor warranty
Preventive maintenance agreements available
for repair before failure options
Scheduled Oil Sampling program matches your
oil sample againts Caterpillar set standards to
determine:
- internal engine component condition
- presence of unwanted fluids
- presence of combustion by-products

Pump Type

Vane Diameter

Free Passage

LCC-M 100-400

395mm

38 x 61 mm

Clear Water Performance

Frame Size

Curve Number

the effects of specific gravity, viscosity and
solids on performance with slurry must be
accounted for. Alternate choice for frame size
or seal type may also have some effects.
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Seal Type

E 23A-05
TP Basis

P.M

B295C-

GIW Industries Inc.
a KSB Company
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Pump Type

Vane Diameter

Free Passage

LCC-H 150-500

500mm

70 x 84 mm

Clear Water Performance

Frame Size

Curve Number

the effects of specific gravity, viscosity and
solids on performance with slurry must be
accounted for. Alternate choice for frame size
or seal type may also have some effects.
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Seal Type

E 52A-05
TP Basis

P.M

B323D-93

GIW Industries Inc.
a KSB Company
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Pump Type

Vane Diameter

Free Passage

LCC-H 200-610

610mm

94 x 102 mm

Clear Water Performance

Frame Size

Curve Number

the effects of specific gravity, viscosity and
solids on performance with slurry must be
accounted for. Alternate choice for frame size
or seal type may also have some effects.
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Seal Type

E54X-05
TP Basis

P.M

B27C-

GIW Industries Inc.
a KSB Company
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Technology that makes its mark

Authorized Distributor
PT. Federal Trada Utama
Komplek Ruko Grand Pasar Minggu, No. 88K,
JL.Raya Rawa Bambu No.88 Jakarta Selatan 12550.
Phone : (62-21) 27872979
Fax : (62-21) 27871255
Email : sales@federaltrada.co.id
Website : www.federaltrada.co.id

